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PHONE: 919.871.0800

RALEIGH, NC 27607

1210 TRINITY ROAD, SUITE 110

FALCON ENGINEERING, INC.

     

     

STATIONS

     

-L- 27+30 TO 29+05

SPACING, S

WICK DRAINS

TIP ELEVATION

4 FT

4 FT

90 FT, msl

95 FT, msl-L- 33+40 TO 32+20

2G-1
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PREPARED BY:

REVIEWED BY:

DATE:

DATE:

PLANS AND DETAILS

GROUND IMPROVEMENT
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PROJECT NO.:

27+30 to 32+20 -L-

COUNTY

REVISIONS

DIVISION OF HIGHWAYS

DEPARTMENT OF TRANSPORTATION

NORTH CAROLINA

ENGINEERING UNIT

GEOTECHNICAL

ENGINEER

 

SIGNATURE DATE

ENGINEER
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SIGNATURE DATE
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W
A

A SETTLEMENT GAUGES (SG)

SLOPE TOE

SG-3

SG-4

DRAWING 235.01

SEE ROADWAY STANDARD 

SETTLEMENT GAUGE (TYP)

SLOPE STAKE LINE SEE DETAIL A

WICK DRAIN (TYP)

   95 ft (EB2)

TIP ELEV. = 90 ft (EB1)

WICK DRAIN (TYP)

SEE DETAIL B

WICK DRAIN 

FINISHED GRADE

SLOPE TOE
EXISTING GRADE

STA. 32+20 -L-

END WICK DRAINSSTA. 27+30 -L-

BEGIN WICK DRAINS

TIP ELEV. = 90 ft

WICK DRAIN (TYP)
TIP ELEV. = 95 ft

WICK DRAIN (TYP)

DRAWING 235.01

SEE ROADWAY STANDARD 

SETTLEMENT GAUGE (TYP)

1' MIN. STICK UP (TYP)

FINISHED GRADE

EXISTING GRADE

(SEE NOTES)

SELECT MATERIAL FOR WICK DRAINS

1.5:1 SLOPE NORMAL TO CAP

WICK DRAINS (TYP)

DETAIL A

S

S

WICK DRAIN (TYP)

DETAIL B

NOT TO SCALE NOT TO SCALE

EXISTING GROUND

SELECT MATERIAL FOR WICK DRAINS

GEOTEXTILE FOR WICK DRAINS

TOP OF SELECT MATERIAL FOR WICK DRAINS

WICK DRAIN

(TYP)
2 FT

GEOTEXTILE

SELECT MATERIAL AND 

LIMIT OF WICK DRAIN,

SG-1

EMBANKMENT PLAN VIEW
NOT TO SCALE

PROFILE ALONG CENTERLINE
NOT TO SCALE

FIRM LICENSE NO.: C-3193

     

          

WICK DRAINS

ESTIMATED QUANTITIES

100,600 FT

4,900 TONS

4,750 SYGEOTEXTILE FOR WICK DRAINS

SELECT MATERIAL FOR WICK DRAINS

     

     

GAUGE NO.

     

SG-1

SETTLEMENT GAUGES

SG-2

SG-3

SG-4

STATION OFFSET

-L- 28+60

-L- 28+60

-L- 30+90

-L- 30+90

25 FT LT

25 FT RT

25 FT LT

25 FT RT

CROSS SECTION A-A
NOT TO SCALE

3 FT SURCHARGE

5 FT SURCHARGE

2. GRADE DRAINAGE LAYER TO DRAIN AND DAYLIGHT DOWN GRADIENT

1. EXCAVATE EXISTING PAVEMENT PRIOR TO PLAVEMENT OF WICK DRAINS

NOTE:

(SEE NOTES)

SELECT MATERIAL FOR WICK DRAINS

(SEE NOTES)

SELECT MATERIAL FOR WICK DRAINS

     

     

LOCATION

     

STA. 27+00 TO STA. 28+82.80

DURATION

SURCHARGE WAITING PERIOD

2 MONTHS

2 MONTHSSTA. 30+70.50 TO 32+50

2,200 CY

2,200 CY

UNCLASSIFIED EXCAVATION

BORROW EXCAVATION

SLOPE TOE

STA. 29+05 -L-

END WICK DRAINS

STA. 30+40 -L-

BEGIN WICK DRAINS

STA. 27+00 -L-

BEGIN SURCHARGE

STA. 30+70.50 -L-

BEGIN SURCHARGE

STA. 32+50 -L-

END SURCHARGE

STA. 28+82.80 -L-

END SURCHARGE

5/12/2026




