PAVEMENT SCHEDULE

C1 PROP. APPROX. 1.5" ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5C,
AT AN AVERAGE RATE OF 168 LBS.PER SQ. YD.

C2 |PROP. APPROX. 2.8" ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5C,
AT AN AVERAGE RATE OF 224 LBS.PER SG. YD.

C73 [|PROP. APPROX. 1.5" ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B,
AT AN AVERAGE RATE OF 165 LBS.PER SQ. YD.

D1 |PROP. APPROX. 2.5" ASPHALT CONCRETE INTERMEDIATE COURSE,
TYPE 119.8C AT AN AVERAGE RATE OF 285 LBS.PER SG. YD.

U EXISTING PAVEMENT

V1 INCIDENTAL MILLING

V2 MILLING 1.5" DEPTH

V3 [MILLING 2.0 DEPTH

V4 |MILLING 4.0 DEPTH

VS5 |PROFILE MILLING @" TO 1.5"

/ MILLED RUMBLE STRIPS 16"

PATCHING DETAIL

| LENGTH & WIOTH VARES |

PAVEMENT

LENGTH, WiDTH AND TYPE OF MATERIAL
REQURED AS DIRECTED BY THE ENGINEER.
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