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NOTE: 1) RUMBLE STRIPS MUST BE INSTALLED BEFORE PLACING
ULTRA-THIN TO INSURE DIMENSIONAL ACCURACY

2) WHERE THERE IS EXISTING NOVACHIP, MILL 2 %",

OTHERWISE MILL 1 %"

/ﬁ ? $7| *EXISTING GUARDRAIL
N o Th PAVEMENT SCHEDULE
LT - \\
(V1) RT N B | ULTRA THIN BONDED WEARING COURSE, %"
****************************************************** - c |PROP_APPROX. 1" ASPHALT CONCRETE SURFACE COURSE,
TYPE 59.5C, TO BE APPLIED AT AN AVERAGE RATE
OF 168 LBS PER SQ YD.
PROP. APPROX. 1%" ASPHALT CONCRETE SURFACE COURSE,
C1 |TYPE 59.5D TO BE APPLIED AT AN AVERAGE RATE
TYPICAL SECTION NO. 8 OF 168 LBS PER 5Q YD.
Map 2 | - 85 NB U | EXISTING PAVEMENT
V | MILL ASPHALT PAVEMENT, 1%" DEPTH
V1 | MILL ASPHALT PAVEMENT, 2%" DEPTH
Y | RUMBLE STRIPS




