ADA SUMMARY OF QUANTITIES - SR-1613 FROM DURHAM COUNTY LINE TO PAVEMENT JOINT

Cary Sheet No.
Municipality: Morrisville 21
Outside Municipality
WBS 2027CPT.05.07.20921
Number:
County: Wake
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17232 38 SR-1613 (Davis Dr) Pleasant Grove Church (1528 Davis Dr) 1 Type 3 Modified - 848D0609
17233** 38 SR-1613 (Davis Dr) Pleasant Grove Church (1528 Davis Dr) 32 7 1 Remove Ramp
17236 39 SR-1613 (Davis Dr) Dolomite Dr 18 6 1 Remove Ramp
17237 39 SR-1613 (Davis Dr) Dolomite Dr 1 Type 3 Modified - 848D0609
17238 39 SR-1613 (Davis Dr) Dolomite Dr 1 Type 3 Modified - 848D0609
17239 39 SR-1613 (Davis Dr) Dolomite Dr 20 9 1 1 Remove Ramp
- - - - - 37* - 500* - 198* *25 - - - - -
Sub-Total 0 37 70 500 22 198 25 0 1 0 3 3
Sub-Total for SR-1613 From Durham County Line To Pavement Joint 8 37 439 500 196 274 25 1 5 4 125 23

*Contingency line item amount provided for additional adjustments outside of curb ramp pay limits, as needed.

**While ramp is compliant upon initial inspection, it is to be improved in order to create a more resilient curb ramp.

Notes: (1) ADA quantity totals are provided on the project '"ADA SUMMARY OF QUANTITIES - TOTALS' page. (2) Construct in accordance with Section 848. Detectable warnings shall be of one of the following materials: engineered plastics, rubber, or composite tile. Additionally, warnings shall be applied directly
to the curb ramps by incorporating into the concrete of the curb ramps unless otherwise approved by the Engineer. Surface mounted rubber mats, brick, steel and stamped concrete pavers will not be accepted. (3) In accordance with PROWAG Sections R304.2.1 and R304.3.1, curb ramp running slope is to be
constructed to a maximum of 8.33%. Where the curb ramp length must exceed 15 feet to achieve an 8.33% running slope, the curb ramp length shall extend at least 15 feet and may have a running slope greater than 8.33%.




