V8 CONFIG WORKSPACE CHANGES
March 8, 2018 (sca)

· Renamed Natural_Environment.ucf to Environmental_Analysis.ucf per unit name change.

June 22, 2017 (ble)

· Added the below line of code in Geopak-SS4.cfg:

·  GPK_DDB_NO_DIVIDE_BY_TWELVE =  1
June 21, 2017 (spb)

· Edited a line of code in NCDOT_SITE.cfg, to change it back to the desired setting.  In the following line of code, the plus sign was changed to a minus sign.  (The correct setting is “-“.)

_USTN_CAPABILITY < +CAPABILITY_LEVELS_ALLOW_CREATE
May 10, 2017 (ble)

In the C:\NCDOT_V8_Config\NcdotWorkSpaceFiles folder, updated the below files to prepare NCDOT workspace for OpenRoads Technology:
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December 21, 2016 (sca)

Added Roadside_Design.ucf to \Users folder so Roadside workspace would operate properly. Workspace is not shared except in Roadside group, but update V8_Config would remove ucf.
December 12, 2016 (tkm)

· Updated WmsServerList.xml to reflect new path to image server using HTTPS.

Oct 17, 2016 (ble)

Ensured that None.ucf was current
Sept 13, 2016 (tkm)

Replace the Mt2isdc.ucf in the NCDOT_CONFIG\User folder per Dennis Medley for use by the plotter.
July 18, 2016 (spb)

· Made a backup copy of NCDOT_V8_CONFIG and NCDOT_STDS to: S:\EAS\WORKSPACES\backup\Backups of Config and NCDOT_STDS 2016.07.18

· The following changes were made to NCDOT_STDS and NCDOT_V8_CONFIG to accommodate the new DOT custom userprefseed.upf file for SS4.  These changes are documented in the Change Logs for both workspaces.

· Deleted the following file, related to a pre-SS2 version: S:\EAS\WORKSPACES\NCDOT_V8_WORKSPACE\Ncdot_Stds\Standards\data\Legacy

· Moved the following SS2 related file, userprefseed.upf:

· From: S:\EAS\WORKSPACES\NCDOT_V8_WORKSPACE\Ncdot_Stds\Standards\data

· To: S:\EAS\WORKSPACES\NCDOT_V8_WORKSPACE\Ncdot_Stds\Standards\data\Legacy

· Placed the new SS4 related file, userprefseed.upf in: S:\EAS\WORKSPACES\NCDOT_V8_WORKSPACE\Ncdot_Stds\Standards\data

· Replaced S:\EAS\WORKSPACES\NCDOT_V8_CONFIG\NcdotWorkSpaceFiles\NCDOT_SITE.cfg with an updated file.

· Replaced all the ucf files in S:\EAS\WORKSPACES\NCDOT_V8_CONFIG\Users with updated files.

May 9, 2016

Remarked out the section of code in the GeopakCfg.dat that calls for UltraEdit as default editor for GPK.  This section was causing issues in the Survey Workflow.
May 4, 2016

Added SMD Stylefile variable to GeopakCfg.dat to prevent SMD stylefile selection dialog from opening when enter into a dgn where it is not already set.
Jan 7, 2016

Reverted back to old SetInterFaceName.dat due to unexpected menu changes.
Jan 6, 2016

Changed SetInterFaceName.dat to allow SUDA menu to display in Geopak SS4
Oct 16, 2015

Update the Mt2isdc.ucf file under the NCDOT_V8_CONFIG\user directory per Dennis Medley in Photogrammetry.
Mar 17, 2015

Commented out lines in SiteStandardsCfg.dat to set ms_rsrc . Allows use with Power products.
Jan 9, 2014

Added MS_RASTER_DEFAULT_LEVEL = raster_level_0 to NCDOT_Site.cfg. UPF file may override this variable.
Jan 9, 2014

Updated the 2010 imagery server in the WMS server listing.
Aug 1, 2013

Updated the list of WMS servers to reflect the newly added 2012 imagery and the imagery all with the 2010 and 2012 combined together.
November 5, 2012

· Added line in GeopakCfg.dat to test for Win7-64 variable and adjust path to Ultraedit for GPK_Editor on Win 7 64 machines.
July 16, 2012

· Changed ms_dgnapps variable to append NCHook instead of prepend. This prevents Geopak SS3 load error.
September 8, 2011

· Added variable to SiteStdsCfg.dat to force raster mgr to read header info correctly on Intergraph generated raster images.  MS_RASTER_IGNORE_INGRTAGS_WITH_GEOTIFFTAGS
July 13, 2011

· Commented out GPK_ACBOOK_DDBFILE_STYLES in the GeopakCfg.dat. Roadway XIN is now being read.
July 13, 2011

· Updated NCDOT_Site.cfg to reorder Dgnlib load order.   This resolves old levels 1-8 not showing up
July 11, 2011

· Removed hard coded paths for variables in GeopakCfg.dat.
June 1, 2011

· Added version test in GeopakCfg.dat to force load mdl to load Civil View Options in User Preferences

April 25, 2011

· Revised SiteStandardsCfg.dat for the following:

· V8-2004 – does not call for NCHOOK due to compatibility problems

· V8i – Calls for NCHOOK

April 22, 2011

· Revised for changes to MS_Start and NCHook to check for correct Global Origin and Working Units.   The following files changed or added:

 
SiteStandardsCfg.dat
November 2, 2010

· Added code to SetInterfaceName.dat to allow user defined function key menu.
September 7, 2010

· Replaced ncmap English linestyle file so that pipes had Physical attribute turned on.
May 6, 2010

· Fixed paths in GeopakCfg.dat to reflect location of the Geopak/Bin directory.
March 26, 2010

· Fixed visualization ucf to show proper user interface.
March 25, 2010

· Added IMG.ucf to users folder.
February 17, 2010

· Modified UCF files to allow automatic recreation of upf files if units desire.
January 29, 2010

· Allowed deleting Design History.
January 27, 2010

· Edited SetInterfaceName.dat to include Geopak Roundabouts task interface.
December 10, 2009

· Added variable DOT_PROJECT to pcf files for use in Named Expressions for interfaces.
December 1, 2009

· Edited NCDOT_Site.cfg to allow units to control their own dgnlibs.
October 7, 2009

· Removed line that added unit standards symb to MS_SYMBRSRC. Not needed because

loaded by unit project configuration and prevented NCDOT fonts from loading in NCDOT workspace. 
September 28, 2009

· Revised  GeopakCfg.dat to include GPK_ACBOOK_DDBFILE_STYLES.
September 25, 2009

· Modified Consultant_MsLocal.cfg to include V8i workspace.
September 10, 2009 

· Updated SetInterFaceName.dat to facilitate Geopak Task Navigation
August 26, 2009 

· Removed Unit Project from search path in ms_mdl and ms_mdlapps (unit proj cfg and site proj cfg dat files).
October 24, 2008

· Edited SiteStandardsConfig.dat to enable PowerDraft to find the correct resource file. Variable is MS_RSRC.
August 18, 2008

· Updated Geopakcfg.dat to specify default superelevation tables for metric projects

October 11, 2007

· Added Tsu.ucf and Its.ucf files 

October 8, 2007

· Modified Geopakcfg.dat adding the ability to place Geopak Cross Section and Profile Cells on it’s own level and adding automatic selection of Bylevel in Geopak dialog boxes.

November 14, 2006

· Modified NCDOT_SITE.cfg. Added GlobalDisplay,GlobalFreeze,Lock,Plot to the MS_LEVEL_AUTO_SYNC_ATTRIBUTE_LIST.

October 20, 2006

· Renamed nat_environment_stds.ucf to Natural_Environment_stds.ucf.

September 18, 2006

· Cleared default Geopak cell libraries (MS_CELLLIST).

August 15, 2006

· Modified GeopakCfg.dat.  Configured the Geopak splash screen to show the version number.

August 15, 2006

· Modified GeopakCfg.dat.  Default directory paths for the automated shape maker have been set to the Roadway_Stds/English/Geopak folder. Note: Metric paths will still point to the Geopak/bin directory.

August 15, 2006

· Modified GeopakCfg.dat.  2001 K values will now be the default for the vertical alignment generator.

August 4, 2006

· Modified NCDOT_SITE.cfg.  Added compatibility to allow level delete but not create.

July 7, 2006 

· Added workspace (ucf) for PDEA unit.

April 6, 2006 

· Added workspace (ucf) for Natural Environment unit.

November 7, 2005

· Added ucf files for Photogrammetry.

June 10, 2005

· Modified english and metric pcf to include unitcfg.dat file with consultant workspace.

· Modified consultant_mslocal.cfg to include NCDOT_CONSULTANT_WORKSPACE.

May 13, 2005

· Added custom siteproject, sitestandards, unitproject, and unitstandards config.dat files.  Reverses load order for settings files. Changes search order for pen tables. Allows setting iplot workspace and project to NONE.

April 19, 2005

· Added default NCDOT_UNIT_WSNAME value of ncdot to fix iplot organizer problem.

March 30, 2005

· Added vba search path to unit standards vba folder in NCDOT_SITE.cfg.

March 21, 2005

· Set _ustnCustomizeBaseId to 15000 for units, 20000 for users.  NCDOT will be 10000.

· Added Consultant_Mslocal.cfg as a template.

March 9, 2005

· Set default reference nest depth to 1.

March 3, 2005

· Removed Roadway_Lighting.ucf from users folder (now part of Roadway).

February 22, 2005

· Added Roadway_Lighting.ucf to users folder.

February 11, 2005

· Edited MS_LEVEL_AUTO_SYNC_ATTRIBUTE_LIST to not sync ref files.  Fixes linestyles “not found” problem in ref files.

February 4, 2005

· Edited english.ucf and metric.ucf for pathing to v8 workspace, not msj.    be

January 14, 2005

· Added Erosion_Control.ucf to NCDOT_V8_Config\Users folder

January 11, 2005

Added two variables to the Geopak.cfg file. These variables set the path for the cell libraries for the Plan and Profile Sheet Layout and the Cross Section Sheet Layout.

GPK_FORCE_SHEETCLP_SHEET_CELL_LIBRARY_NAME = 1

GPK_SHEETCLP_SHEET_CELL_LIBRARY_DIR = $(NCDOT_PROJ_WSDIR)/CELL/

January 10, 2005

· Changed design_services_utilities.ucf to utilities.ucf

· Modified ncdotsite.cfg so that basemapping.dgnlib is pounded out

January 7, 2005

· Modified Geopakcfg.dat file to automatically load xssl file.

October 28, 2004

· V8 Config Changelog started.

